PRELIMINARY AMENDMENT 
' Divisional of U.S. Appln. No. 09/306,634 (Q77872) 

AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

LISTING OF CLAIMS: 

Claims 1-5. (canceled). 

6. (currently amended): A pneumatic tire according to claim I comprisinp: 

a radial carcass of at least one rubberized cord ply toroidall v extending between a pair 
of bead cores; 

a belt superimposed about a crown portion of the carcass and having at least two belt 
lavers, the belt layers including 

(a) a maximum-width belt layer containing a plurality of cords slantly 
arranged with respect to an equatorial plane of the tire, and 

(b) a narrow-width belt layer arranged at the outside of the maximum-width 
belt layer in the radial direction and containing a plurality of cords 
arranged in an oppositely inclined direction to the cords of the maximum- 
width belt layer: 

a tread arranged at an outside of the belt in a radial direction; and 

a reinforcing layer, which contains a plurality of cords arranged in an oppositely 

inclined direction to the cords of the maximum-width belt layen arranged to overlap with an 

outer end portion of the maximum-width belt laven the reinforcing layer being located 

outward from an outer end of the narrow-width belt layer in the widthwise direction of the 

narrow-width belt laven 



3 



PRELIMINARY AMENDMENT 
'Divisional of U.S. Appln. No. 09/306,634 (Q77872) 

wherein the cords of the reinforcing layer are organic fiber cords and the reinforcing 
layer is arranged at the outside of the maximum-width belt layer in the radial direction. 



7. (original): A pneumatic radial tire according to claim 6, wherein the 
width wise inner end of the reinforcing layer is located at the outside of the narrow-width belt 
layer in the radial direction and inward from the widthwise outer end thereof in the widthwise 
direction, and the widthwise outer end of the reinforcing layer is located outward from the 
widthwise outer end of the maximum-width belt layer in the widthwise direction. 

8. (currently amended): A pneumatic radial tire according to claim 6, wherein an 
inclination angle C of the eef dcords embedded in the reinforcing layer is not less than T with 
respect to the equatorial plane. 



